Enhancement of second-harmonic generation from silicon stripes under external cylindrical strain

Ji-Hong Zhao, Qing Tang Chen, Zhan-Guo Chen, Gang Jia, Wen Su, Ying Jiang, Zhao-Xu Yan, T. V. Dolgova, O. A. Aktsipetrov, and Hong-Bo Sun

1State Key Laboratory on Integrated Optoelectronics, College of Electronic Science and Engineering, Jilin University, 2699 Qianjin Street, Changchun 130023, China
2Physics Department, Moscow State University, Moscow 117899, Russia
3jiagang@jlu.edu.cn
4aksip@shg.ru

Received June 23, 2009; revised September 22, 2009; accepted October 1, 2009; posted October 6, 2009 (Doc. ID 113256); published October 27, 2009

The enhanced second-harmonic (SH) generation from Si (111) stripes induced by external cylindrical strain is investigated. The dependence of the intensity of the strain-induced SH on the sample azimuth shows that the Si under cylindrical strain has 3m symmetry, which is similar to that of the Si (111) surface. Further studies indicate that the intensity of the enhanced SH is a quadratic function of the cylindrical strain within the magnitude that the Si stripe can bear. For the p-polarized and s-polarized SH, the intensities are, respectively, enhanced by 47.9% and 13% at ε0=2.93×10^-4. The enhancement of SH is due to the contributions from the strain-induced second-order nonlinear susceptibility χ(2)strain to the bulk dipole. © 2009 Optical Society of America

OCIS codes: 190.2620, 190.4350.

According to the electric dipole approximation, second-harmonic generation (SHG) should be forbidden in bulk Si because of its centrosymmetry [1]. However, both the built-in electric field and internal strain at the interfaces of Si devices can break the centrosymmetry of Si, thus generating so-called electric-field-induced second harmonic (EFISH) and strain-induced SH (SISH), respectively. So the SHG from the interfaces should include two mechanisms, EFISHG and SISHG. It is very helpful to distinguish these two mechanisms, because people are willing to apply the sensitive SHG method for in situ research into both the electric properties and the mechanical characteristics of the buried interfaces. To differentiate these two mechanisms, both EFISHG and SISHG must be intensively and quantitatively studied. Over the past years, intensive investigation in EFISHG has been carried out [2–4]. However, SISHG from Si surfaces or interfaces has not attracted enough attention, even though the strain often plays an especially important role [5–7] in Si devices. There are several references about SISHG from Si/SiO2 interfaces, but in these papers authors are concerned mainly with the effect of the thickness of SiO2 layers on the SH intensity, and the internal mechanical strain at Si/SiO2 interfaces has not been scaled quantitatively [8–10].

In this Letter, we report observations of the enhanced SHG from the Si surface induced by external strain that can be scaled, and we quantitatively study the dependence of the intensity of SISHG on the external strain.

A naturally oxidized Si (111) wafer of 0.5 mm thickness was cut into narrow stripes along the direction [110], and cylindrical strain was induced in the Si stripe by moving the sharp edge of the strain device [11,12] in the [111] direction (that is, the z axis), shown in the right-hand part of Fig. 1(a). The tension strain along the [110] direction of the Si stripe (that is, the x axis) depends on the deformation J(r), where r is the distance from the center of the stripe and J(r)=j0(a−r)(2a2+2ar−r2)/2a3 [11]. Consequently the component of strain along the x direction is inhomogeneous. The maximum strain ε0 is induced at the center of the Si stripe, which is independent of the elasticity of the material and can be calculated as εxx = ε0 = 3hJ0/2a3 [11]. As for the rest of the strain

Fig. 1. (a) Left, schematic diagram of the experimental setup for SHG measurements. The two rectangles are the polarizer and analyzer, respectively. Right, schematic structure of the uniaxial strain equipment. J0, h, and 2a are the central deformation, thickness, and length of the sample, respectively. (b) Strain along stripes of thickness h calculated from the central deformation J0. Data points are experimentally obtained by measuring the radius of curvature. (c) Object assembly of the uniaxial strain device and experimental setup.

0146-9592/09/213340-3/$15.00 © 2009 Optical Society of America
components, only the one perpendicular to the surface of the stripe will be nonzero, and it can be calculated by the equation \( \varepsilon_{zz} = \varepsilon_{0}[2(S_{11} + 2S_{12}) + (6S_{12} - S_{44})]/[8(S_{11} + 2S_{12}) + 2S_{44}] \) [12], where \( S_{11}, S_{12}, \) and \( S_{44} \) are the elastic compliances of the Si material. The inversion symmetry of Si crystal would be destroyed in the volume near the center of the stripe because the applied strain is inhomogeneous [13,14].

The SHG experimental setup is shown in the left-hand part of Fig. 1(a). A 120 fs unamplified Ti:sapphire femtosecond laser was used. The s-polarized fundamental light with the wavelength of 802 nm was focused onto the sample at an angle of 45° with respect to the \( z \) axis. The reflected s-polarized and \( p \)-polarized SHG signals were selected by a polarization analyzer, filtered by the saturated CuSO\(_4\) solution, and then detected by a photomultiplier tube and a lock-in amplifier. In experiments, we first demonstrated the dependence of strain \( \varepsilon_{0} \) on the center deformation by the deflection of a laser beam method [15], shown in Fig. 1(b). Note that the strain increases linearly with the rising of the center deformation.

In the dipole approximation [16], the surface dipole, bulk quadrupole, and dc electronic-field-induced and strain-induced bulk dipole are the main contributions to the SHG from Si surface. The bulk symmetry of Si material belongs to \( m3m \) point group, and the strain-induced bulk dipolar contribution should be zero. However, application of inhomogeneous strain to the Si crystal can decrease its inversion symmetry [13,14]. Therefore the bulk dipolar contribution is not zero any longer under the cylindrical strain, and it will enhance the SH intensity. Then, by rotating the Si sample around its surface normal to change the azimuth, we measured the intensity of the \( p \)-polarized and \( s \)-polarized SH reflecting from the Si (111) face under \( s \)-polarized excitation as a function of the azimuth of the sample under different external mechanical forces.

According to the phenomenological theory of SHG, the intensities of \( p \)-polarized and \( s \)-polarized SH generated from Si surface can, respectively, be written as [9,14,16]

\[
I_{s-p}(2\omega) \sim |a_{s,p} + c_{s,p} \cos(3\phi)|^2, \tag{1}
\]

\[
I_{s-s}(2\omega) \sim |b_{s,s} \sin 3\phi|^2, \tag{2}
\]

where the azimuthal angle \( \phi \) is measured from the [110] direction, and \( a_{s,p}, b_{s,s}, \) and \( c_{s,p} \) for strained Si are different from the corresponding unstrained counterparts, and they should include the additional strain-induced electric dipolar \( \chi_{\text{strain}}^{(2)} \) compared with the unstrained situation. As a result, the intensities of \( p \)-polarized and \( s \)-polarized SHs should be enhanced. The results are shown in Figs. 2 and 3, respectively. These curves agree with formulas (1) and (2) very well. Without the external strain, the SHG from the Si (111) surface is still considerable. But curves B and C show that the external strain enhances the intensity of the SH greatly. However, in our experiments the external strain does not change the azimuth, we measured the intensity of strain, and it will enhance the SH greatly. However, in our experiments the external strain does not change the azimuth, we measured the intensity of strain, and it will enhance the SH greatly. However, in our experiments the external strain does not change the azimuth, we measured the intensity of strain, and it will enhance the SH greatly. However, in our experiments the external strain does not change the azimuth, we measured the intensity of strain, and it will enhance the SH greatly.
Consequently, a strain-induced $\chi^{(2)}_{\text{strain}}$ will contribute to the considerable enhancement of SH from the Si sample. The experiments of SH intensity as a function of the external strain testify that the reflected SH intensity increases quadratically with the external cylindrical strain within the magnitude that the Si stripe can bear. These studies will be helpful to distinguish the contribution of the mechanical strain from that of the surface electric field to SHG from Si surfaces and interfaces, even though further investigations are still required in order to realize this goal.

We are grateful to Z. P. Li, X. H. Liu, D. Wu, F. Yang, H. H. Fang, L. S. Liu, B. W. Xiao, T. Zhang, and H. Y. Dong for valuable discussions. This work was partially supported by the National Natural Science Foundation of China (grants 60476027 and 60506016), the 863 Program of China (grant 2009AA03Z419), and the Collaborative Projects of NSFC-RFBR Agreement (programs 60711120182 and 60811120023).

References